5.Wait for 60-90 seconds for router to complete
Boot UP, then connect to your PC using the Ethernet
Cable into the LAN Port of the router.

6. Enter the default IP address of the router into your
web browser to access the router's user interface.
Login using the default username/password.

7.0nce loggedinto the router, immediately change
the default password to a secure, memorable
password.

8. Go to the E-Lins website to check for and
upgrade to the latest firmware.

9. You are now ready to configure your APN Settings,
Security, WiFi, Port Forwarding etc.

H685t User Manual — Go to check with e-lins tech team.

If you are not using telnet or SSH please remember to

check they are disabled. At Network > Firewall > Security.

www.e-lins.com or www.szelins.com
For technical support regarding this product please email support@e-lins.com
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1. Remove SIM cover panel on rear of router by Cell 1] 4———= [———> Cell 2
removing the two retaining screws. | |
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1 x H685t-W 4G LTE Router 8
o
4 x Mag Mount Antennas (2 x Cell, 2 x WiFi) g
1 x Power Supply Unit
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1 x Ethernet Patch Lead

Default Settings

IP Address 192.168.1.1
2. Slide and lift the SIM holder, Insert SIM into holder
and press and slide to lock SIM into place. Web Ul Username admin
3. Connect Cellular Antennas and if required also Web Ul Password admin
connect the WiFi Antennas. WiFi Password m2mrouter168!!!

4. Connect the power using the included Mains Power
Adapter.




